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PERFORMANS BEYANI
DECLARATION OF PERFORMANCE

) No: iZR-BYN-01
1. Urun tipi kimlik kodu:
Unique identification code of the product-type

Kaplama Sinifi Bitiimler 50/70
Paving Grade Bitumens
2. Yap malzemesinin ilgili uyumlastinlmig teknik sartnamesine gore imalatg tarafindan 6ngérilen kullarim
amaci veya amaglan:
Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification,
as foreseen by the manufacturer

Yollar, havaalanlarn ve ylizey iglemleri gereken diger alanlarda yol yapimi ve

bakimi igin kullanilan bitiimler
For road construction and surface treatment of roads
3. Imalatgimin adi, tescilli ticari unvant veya tescilli markast ve iletigim adresi ve Gretim adresi:
Name, registered trade name or registared trade mark and contact address of the manufacturer as required under
Article 11(5) /

TURKIYE PETROL RAFINERILERI A.S.
TURKISH PETROLEUM REFINERIES CORPORATION

TUPRAS - izmir Rafinerisi / Atatiirk Mahallesi, inénii Bulvari No:52 35800
Aliaga — lzmir
4. Where applicable, name and contact address of the authorised representative whose mandate covers the
tasks specified in Article 12(2):

Sadece TUPRAS yetkilidir
TUPRAS is the only authorised
5. Yapi malzemesinin performans sirekliliginin CPR, Ek V'te belifildigi Gizere dederlendirme ve dogrulama
sistemi veya sistemleri:

System or systems of assessment and verification of constancy of performance of the construction product as set out
in CPR, Annex V

Sistem 2+
System 2+
6.
a. Harmonize standart:
Harmonised standard
EN 12591:2009

b. Onaylanmig Kurulug:
Notified body/ies

2195 NB Szutest Uygunluk Degerlendirme A.S.

Bu dokiimanin gincelli§i. slektronik ortamda M-Files dokGman y8natmindan takip edimelidir Lﬂ
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7. Beyan edilen performans
Daclared performance

Temel karakteristikler Performans Uyumlastinlmig Standart
Property Performance Harmonized Standard

Penetrasyon 25°C'te, 100 g, 5 saniye
Penetration at 25°C

50/70 x 0.1mm

EN 12591:2009 — Tablo/Table 1A
- EN 1426

Yumusama Noktasi

EN 12591:2009 - Tablo/Table 1A

Softening point 46-54°C - EN 1427

Sertlesmeye karsi direng (163°C'de)

Hesistance to hardening at 163°C

- Kiitle degisimi (Isitmadaki kay o

Chags ol ot ( ye) $9410.5 EN 12591 - Tablo /Table 1A - EN
- Kalici penetrasyon <% 50 12607-1

Retlained penetration i

- Sertlestirmeden sonra yumusama

noktasi 2 48°C

Softening point after hardening

Parlama Noktasi > 230°C EN 12591 - Tablo /Table 1A - EN
Flash point = 2592

Cozunarluk > 9 99 EN 12591 - Tablo /Table 1A - EN
Solubility = 12592

Yumusama noktasl yiikselmesi <9°C EN 12591 - Tablo /7able 1A - EN

Increase in softening point

12607-1

Penetrasyon Endeksi
Penelration index

Gereklilik yoktur
NR

EN 12591 - Tablo /Table 1B - Annex
Ab

Dinamik Viskozite (60°C'de)

Dinamic viscosity at 60°C

Gereklilik yoktur
NR

EN 12591 - Tablo /Table 1B - EN
12596

Fraass Kinlma Noktasi

Gereklilik yoktur

EN 12591 - Tablo /Table 1B - EN

Fraass breaking point NR 12593
Kinematik Viskozite (135°C'de) Gereklilik yoktur EN 12591 - Tablo /7able 1B - EN
Kinematic viscosity at 135°C NR 12595

8. Uygun teknik dokimantasyon ve/veya spesifik teknik dokiimantasyon:
Appropriate Technical Documentation and/or Specific Technical Documentation /

50/70 Kaplama Sinifi Bitimler ismi ile piyasaya siriilen liriin yukarida beyan
edilen performanslara sahiptir. Yapt malzemeleri yonetmeligi (305/2011/AB)
uyarinca hazirlanan bu performans beyanina iligkin tiim sorumluluk Tiiprag

Izmir Rafinerisi’ne aittir.
The performance of the product identified above is in conformity with the set of declared performance(s). This
declaration of performance is issued, in accordance with Regulation (EU} No 305/2011, under the sole
responsibility of Tupras [zmir Refinery.

imalatgi icin ve onun adina imzalayan:
Signed for and on behalf of the manufacturer by

R »s 1zmir Rafineri Mudiirii
BT =g a s Izmir Refinery Manager
ik e ﬁ‘g !I
|
Yany,e Petrol Ratmenien A S
Bu dokimanin guncellid: elekizonik crtamda M-Files dokiman ydnretiminden takip aditmelidir
Yolkan Demirtag

A

Rafinevi Midiri
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PERFORMANS BEYANI
DECLARA TIQN OF PERFORMANCE
No: IZR-BYN-02
1. Uriin tipi kimlik kodu:
Unique identification code of the product-type

Kaplama Sinifi Bitiimler 70/100

Paving Grade Bitumens
2. Yapi malzemesinin ilgili uyumlagtinimig teknik sartnamesine gére imalatg tarafindan dngdrilen kullanim
amact veya amaglar:
Intended use or uses of the construction product, in accordance with the applicable harmonised lechnical specification,
as forasaen by the manufacturer

Yollar, havaalanlar ve yiizey iglemleri gereken diger alanlarda yol yapimi ve

bakimi igin kullamilan bitiimler
For road construction and surface treatment of roads
3. Imalatginin adi, tescilli ticari unvani veya tescilli markasi ve iletigim adresi ve lretim adresi:
Name, registered trade name or registered trade mark and contact address of the manufaciurer as required under
Articte 11(5)/

TURKIYE PETROL RAFINERILERI A.S.
TURKISH PETROLEUM REFINERIES CORPORATION

TUPRAS - izmir Rafinerisi / Atatiirk Mahallesi, inénii Bulvan No:52 35800
Aliaga - lzmir
4. Where applicable, name and contact address of the authorised representative whose mandate covers the
tasks specified in Article 12(2):

Sadece TUPRAS yetkilidir
TUPRAS is the only authorised
5. Yap malzemesinin performans sUreklilijinin CPR, Ek V'te belirtildigi (izere dederlendirme ve dogrulama
sistemi veya sistemleri:
System or systems of assessment and verification of constancy of performance of the construction product as set out
in CPR, Annex V

Sistem 2+
System 2+

a. Harmonize standart:
Hamonised standard

EN 12591:2009

b. Onaylanmig Kurulus:
Notified body/ies

2195 NB Szutest Uygunluk Degerlendirme A.S.
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7. Beyan edilen performans
Declared performance
Temel karakteristikler Performans Uyumlagtinimis Standart
Property Performance Harmonized Standard
Penetrasyon 25°C'te’ 100 g, 5 Saniye EN 12591:2009 — Tablosrabe 1A
Penetration at 25°C 70/100 x 0.1mm - EN 1426
Yumusama Noktasi EN 12591:2009 - Tablo/Tante 1A
Softening point 43-51°C - EN 1427
Sertlesmeye karsi direng (163°C'de)
Resistance to hardening at 163°C
- Kiitle degisimi (Isitmadaki kayi
Change of mass yIP) S8 EN 12591 - Tablo /Table 1A - EN
- Kalic) penetrasyon > 9 46 12607-1
Retained penetration i Ty
- Sertlestirmeden sonra yumusama
noktasi z 48°C
Softening point after hardening
Parlama Noktasi > 930°C EN 12591 - Tablo /Table 1A - EN
Flash point = 2592
GozanurlOk > o 99 EN 12591 - Tablo /Table 1A - EN
Solubility - 12592
Yumugama noktas! yukselmesi <g°C EN 12591 - Tablo /Table 1A - EN
Increase in softening point i 126071
Penetrasyon Endeksi Gereklilik yoktur | EN 12591 - Tablo /Table 1B - Annex
Penetration index NR Ab
Dinamik Viskozite (60°C'de) Gereklilik yoktur | EN 12591 - Tablo /7abie 1B - EN
Dinarmnic viscosity at 60°C NAR 12596
Fraass Kirnllma Noktasi Gereklilik yoktur | EN 12591 - Tablo /Table 1B - EN
Fraass breaking point NR 12593
Kinematik Viskozite (135°C'de) Gereklilik yoktur | EN 12591 - Tablo /Table 1B - EN
Kinematic viscosity at 135°C NR 12595

8. Uygun teknik dokiimantasyon ve/veya spesifik teknik dokiimantasyon:
Appropriate Technical Documentalion and/or Specific Technical Documeniation /

70/100 Kaplama Sinifi Bitiimler ismi ile piyasaya siiriilen iiriin yukarida beyan
edilen performanslara sahiptir. Yapi malzemeleri yonetmeligi (305/2011/AB)
uyarinca hazirlanan bu performans beyanina iligkin tim sorumluluk Tiipras

Izmir Rafinerisi’ne aittir.
The performance of the product identified above is in conformity with the set of declared performance(s). This

declaration of performance is issued, in accordance with Ragulation (EU) No 305/2011, under the sole
responsibility of Tupras lzmir Refinery.

imalatgi igin ve onun adina imzalayan:
Signed for and on behalf of the manufacturer by

w— BT Izmir Rafineri Mudiira
= ) ?"a s Izmir Refinery Manager
T
==
Tuekiye Patini Rafinarign A5
Bu dokOmanin ginceltigi. elekironik ortamda M-Files dokiiman ySnatiminden lakip edimalidir
%

Rafineri Mildiri



Dok. No : IZR.KSM.BYN.0003

Bl
‘ ’Tupras 100/150 BiTUM PERFORMANS | Yayn Tarihi 21022018
— Rev. No 72

BEYANI 100/150 BITUMEN Rev Nolille 2 BITHS
Y DECLARATION OF PERFORMANCE | gaviano. 112

PERFORMANS BEYANI
DECLARA TIQN OF PERFORMANCE
No: IZR-BYN-03
1. Urdn tipi kimlik kodu:
Unique identification code of the product-lype

Kaplama Sinifi Bitiimler 100/150
Paving Grade Bitumens
2. Yapi malzemesinin ilgili uyumlagtinimig teknik gartnamesine gére imalatgi tarafindan éngénilen kullamim
amaci veya amaglan:
Intendsd use or uses of the construction product, in accordance with the applicabla harmonised technical specification,
as foreseen by the manufacturer

Yollar, havaalanlar: ve yizey islemleri gereken diger alanlarda yol yapimi ve

bakami i¢in kullanilan bitiimler
For road construction and surface treatment of roads
3. Imalatginin ads, tescilli ticari unvaru veya tescilli markas ve iletigim adresi ve Uretim adresi:

Name, registerad trade narme or registared trade mark and conlact address of the manufacturer as required under
Article 11(5) /

TURKIYE PETROL RAFINERILERI A.S.
TURKISH PETROLEUM REFINERIES CORPORATION

TUPRAS - izmir Rafinerisi / Atatiirk Mahallesi, indnii Bulvari No:52 35800
Aliaga — lzmir
4. Where applicable, name and contact address of the authorised representative whose mandate covers the
tasks specified in Article 12(2):

Sadece TUPRAS yetkilidir
TUPRAS is the only authorised
5. Yap malzemesinin performans sorekliliginin CPR, Ek Ve belittildidi Gzere dederlendirme ve dodrulama
sistemi veya sistemleri:
System or systems of assessment and verification of constancy of performance of the construction product as set out
in CPR, Annax V

Sistem 2+
System 2+
6.
a. Harmonize standart:
Harmonised standard
EN 12591:2009

b. Onaylanmig Kurulus:
Notified body/fes

2195 NB Szutest Uygunluk Degerlendirme A.S.
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7. Beyan edilen performans
Declared performance

Temel karakteristikler Performans Uyumlagtinimig Standart
Property Performance Harmonized Standard
Penetrasyon 25°C'te, 100 g,5 saniye EN 12591:2009 — Tablo/Table 1A
Penetration at 25°C 100/150 x 0. 1mm - EN 1426
Yumu§ama Noktasi EN 12591:2009 - Tablo/Table 1A
Softening point 39-47°C - EN 1427
Sertlesmeye karsi direng (163°C'de)
Resistance to hardening at 163°C
- Kitle degisimi (Isitmadaki kayi o
Change of mass yIP) <%08 EN 12591 - Tablo /Tabte 1A - EN
- Kalici penetrasyon > 9 43 12607-1
Retained penetration Sa
- Sertlegtirmeden sonra yumusama
noktasi 2 41°C
Softening point after hardening
Parlama Noktasi > 230°C EN 12591 - Tablo /Table 1A - EN
Flash point B 2592
Gozinarlik > 9,09 EN 12591 - Tablo /Table 1A - EN
Solubility SR 12592
Yumusama noktasi yikselmesi £10°C EN 12581 - Tablo /Table 1A - EN
Increase in softening point 12607-1
Penetrasyon Endeksi Gereklilik yoktur EN 12591 - Tablo /Table 1B - Annex
Penetration index NR Ab
Dinamik Viskozite (60°C'de) Gereklilik yoktur | EN 12591 - Tablo /Table 1B - EN
Dinamic viscosily at 60°C NR 12596
Fraass Kinlma Noktasi Gereklilik yoktur | EN 12591 - Tablo /Table 1B - EN
Fraass breaking point NR 12593
Kinematik Viskozite (135°C'de) Gereklilik yoktur EN 12591 - Tablo /Tabie 1B - EN
Kinematic viscosity at 135°C NR 12595

8. Appropriate Technical Documentation and/or Specific Technical Documentation /

100/150 Kaplama Sinifi Bitiimler ismi ile piyasaya siiriilen iriin yukarida beyan
edilen performanslara sahiptir. Yap1 malzemeleri yonetmeligi (305/2011/AB)
uyarinca hazirlanan bu performans beyanina iligkin tiim sorumluluk Tipras

izmir Rafinerisi’'ne aittir.

The performance of the product identified above is in conformity with the set of declared performance(s). This
declaration of perforrnance is issued, in accordance with Regulation (EU) No 305/2011, under the sole

responsibility of Tupras |zmir Refinery.

imalatgi icin ve onun adina imzalayan:
Signed for and on behalf of the manufacturer by

¢/

Lk A9

thi,e Pe

Rannzrizn 4.8

Bu dokOmanin gancelidi. alektronik ortamda M-Files dokiman ydnetminden takip adilmalidir

izmir Rafineri Madiirii
Izmir Refinery Manager

T

Rafinesi Madiiri
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PERFORMANS BEYANI
DECLARATION OF PERFORMANCE

No: iZR-BYN-04
1. Urin tipi kimlik kodu:

Unique identification code of the product-type

Kaplama Sinifi Bitiimler 160/220
Paving Grade Bitumens
2. Yapi malzemesinin ilgili uyumlagtinimig teknik sartnamesine gore imalatgs tarafindan dngérilen kullamm
amaci vaya amaglan:
Intended use or usas of the construction product, in accordance with the applicable harmonised technical specification,
as foreseen by the manufacturer
Yollar, havaalanlan ve yiizey islemleri gereken diger alanlarda yol yapimi ve

bakimi i¢in kullanifan bitimler
For road construction and surface treatment of roads
3. Imalatginin adi, tescilli ticari unvani veya tescilli markas) ve iletigim adresi ve Oretim adresi:
Name, registered trade name or registerad trade mark and contact address of the manufacturer as required undar

Article 11(5)/ L [ . .
TURKIYE PETROL RAFINERILER] A.S.
. : TURKISH PETROLEUM REFINERIES CORPORATION
TUPRAS - lzmir Rafinerisi / Atatiirk Mahallesi, In6nii Bulvarn No:52 35800
Aliaga - lzmir

4. Where applicable, name and contact address of the authorised representative whose mandate covers the

tasks specified in Article 12(2): .

Sadece TUPRAS yetkilidir
TUPRAS is the only authorised

5. Yapi malzemesinin performans sdrekliliinin CPR, Ek V'le belidildigi {izere degerlendirme ve dogrulama

sisteni veya sistemleri:

System or systems of assessment and verification of constancy of performance of the construction product as set out

in CPR, Annex V

Sistem 2+
System 2+

a. Harmonize standart:
Harmonised standard

EN 12591:2009

b. Onaylanmg Kurulus:
Notified body/ies

2195 NB Szutest Uygunluk Degerlendirme A.S.
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7. Beyan edilen performans

Declared performance

Temel karakteristikler
Property

Performans
Performance

Uyumlastinlmig Standart
Harmonized Standard

Penetrasyon 25°C'te, 100 g, 5 saniye
Penetration at 25°C

160/220 x 0.1mm

EN 12591:2009 — Tablo/Table 1A
- EN 1426

Yumusama Noktasi

EN 12591:2009 - Tablo/Table 1A

Softening point 35-43°C - EN 1427

Sertlesmeye kargi direng (163°C'de)

Resistance to hardening at 163°C

- Kiitle degisimi (Isitmadaki kayip) o

Change of mass £%1.0 EN 12591 - Tablo /Table 1A - EN

- Kalici penetrasyon >0, 37 12607-1

Retained penetration 3"

- Sertlestirmeden sonra yumugama

noktasi 2 37°C

Softening point after hardening

Parlama Noktasi > 990°C EN 12591 - Tablo /Table 1A - EN

Fiash point = 2592

g?zb[';;;ﬁrlijk > ©°,99 5;15;2591 - Tablo /Table 1A - EN
QIR

Yumugama noktasi yiikselmesi <11°C EN 12591 - Tablo /Table 1A - EN

Increase in softening point

12607-1

Penetrasyon Endeksi
Penetration index

Gereklilik yoktur
NR

EN 12591 - Tablo /Table 1B - Annex
Ab

Dinamik Viskozite (60°C'de) Gereklilik yoktur EN 12591 - Tablo /Table 1B - EN
Dinamic viscosity at 60°C NR 12596
Fraass Kiriima Noktasi Gerekiilik yoktur EN 12591 - Tablo /Table 1B - EN
Fraass breaking point NR 12583
Kinematik Viskozite (135°C'de) Gereklilik yoktur EN 12591 - Tablo /Table 1B - EN
Kinematic viscosity at 135°C NR 12595

8. Appropriate Technical Documentation and/or Specific Technical Documentation /

160/220 Kaplama Sinifi Bitiimler ismi ile piyasaya suriilen iriin yukarida beyan
edilen performanslara sahiptir. Yap1 malzemeleri yonetmeligi (305/2011/AB)
uyarinca hazirlanan bu performans beyanina iligkin tim sorumluluk Tipras

Izmir Rafinerisi’'ne aittir.
The performance of the product identified abave is in conformity with the set of declared performance(s). This

declaration of perforrnance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of Tupras lzmir Refinery.

Imalate! i¢in ve onun adina imzalayan:

Signed for and on behalf of the manufacturer by

AT ey ¥
) LURras
& @
Tuteiye Pates Ratineoiern A S

M-F

Izmir Rafineri Midiri
{zmir Refinery Manager

R-+seri Mildbrd
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